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SDL710 - Differential Pressure Manometer/Datalogger (2.9psi/200mbar) 
SDL720 - Differential Pressure Manometer/Datalogger (29psi/2000mbar) 
SDL730 - Differential Pressure Manometer/Datalogger (101.5psi/7000mbar) 

Differential Pressure Manometers/
Dataloggers
Measure and datalog pressure readings with 
models offering low range of 2.9psi (200mbar), 
mid-range 29psi (2000mbar), and high range 
101.5psi (7000mbar). Dual differential inputs 
with internal sensors. Manually store up to 99 
readings, while SD memory card (included) 
allows continuous datalogging and readings can 
easily be exported to an Excel® format for further 
analysis.

HD780 Digital Manifold/Pressure Gauge
Extech’s Heavy duty Digital Manifold/Pressure Gauge 
simultaneously measures 
suction line or liquid line 
pressure and line temperature 
to calculate and display 
superheat and sub cooling 
for A/C units. It also has dual 
inputs measuring differential 
pressure (P1-P2) and Type 
K temperature (T1-T2). For 
use with R22 and R410A 
refrigerants. Included are heavy duty connection hoses, 
Type K Temperature Clamp probes, and bead wire 
Temperature probes. 

407790A Real Time Octave  
Band Analyzer
Extech’s Type 2 Integrating Sound Level 
Meter with Octave and 1/3 Octave Band 
Real Time is displayed on a large 3.5" 
320x240 TFT color backlit LCD. It stores 
readings on a microSD card (included) 
and user can easily transfer the 
collected data to a PC to be analyzed 
using provided software and cable. It 
measures A, C and Z weighting with 
Fast or Slow response time. 25Hz to 
10kHz frequency response. Meets ANSI 
and IEC Type 2 standards. Includes 
software, USB cable, 4 x C batteries, 
microphone wind screen, screwdriver, 
AC adaptor, wrist strap, and case.

True RMS MultiMeter and   
AC Voltage Detector
The MN62-K kit comes with a compact 
True RMS multimeter and a free DV23 
Non-contact Voltage Detector (NCV)! Ideal 
for troubleshooting appliances, electrical 
wiring, automotive repair and electronic 
devices. Multimeter features VFC Low pass 
filter for accurate measurement of variable 
frequency drive signals and 10 functions 
including Frequency and Capacitance. The 
AC Voltage Detector helps determine if live 
voltage is present, which would trigger the 
beeper and red LED light to alert the user. 
Suitable for testing AC outlets, power cords 
and branch circuits.

MN62-K -  True RMS MultiMeter and Free AC Voltage Detector 
DV23 -  Non-contact AC Voltage Detector 

400A Clamp Meters + NCV
Three models to choose from, with or without True RMS and AC or AC/DC Current 
functions. Choose True RMS model for accurate readings of non-sinusoidal 
waveforms, model with DC Current function for automotive applications, or model 
with Type K function when applications require Temperture measurements. The 
MA440 Series pocket-sized meters are fully loaded with multimeter functions and 
built-in non-contact voltage (NCV) detector to meet your application needs!

Model MA440 offers 9 functions including AC Current

Model MA443 offers 10 functions including True RMS AC Current and Type K 
Temperature and features a built-in bright flashlight

Model MA445 offers 11 functions including DC Current, True RMS AC Current, 
and Type K Temperature and features a built-in bright flashlight

AC Current

DC Voltage

Type K Flashlight

MN30 True RMS AutoSensing™ Multimeter + NCV
Easy-to-use smart 
pocket multimeter with 
AutoSensing feature 
enables the meter to 
recognize the input 
and automatically 
switch to the correct 
mode of operation (i.e. 
Voltage to Resistance 
measurement). True 
RMS AC Voltage measurement allows for 
accurate readings regardless of waveforms. 
Built-in Non-Contact Voltage (NCV) Detector 
allows for quick detection of live voltage. 
Convenient LED flashlight illuminates dimly lit area. 

38073A Mini Analog MultiMeter
This pocket-size analog 
Multimeter is equipped 
with measurement 
capabilities perfect for 
an electrician, hobbyist, 
electronics technician 
or tinkerer, student, and 
home DIY’er. The 38073A 
offers 6 functions and 
includes test leads and 
an easy-to-read color coded analog display. Use 
this meter to perform basic troubleshooting on 
electrical outlets and devices that connect to outlets such as refrigerators, 
clothes dryers, and other appliances, as well as electronic devices found in 
the home, office, or garage.

MA3110 CAT IV True RMS 3000A AC 
Flexible Clamp Meter
Flexible 28cm clamp jaw easily wraps around bus bars and 
cable bundles that may be difficult to access with regular 
clamp meters. The thin 8mm cable diameter easily fits into 
tight spaces. Includes test leads for multimeter functions 
measuring Voltage, Resistance, and Capacitance. True RMS 
and CAT IV rated allows for maximum accuracy and safety 
for your measurements.

MA440 - 400A AC Clamp Meter + NCV 
MA443 - 400A True RMS AC Clamp Meter + NCV
MA445 - 400A True RMS AC/DC Clamp Meter + NCV 

SL400 Personal Noise Dosimeter
For employees that are exposed to loud noise, 
sound level monitoring is essential to determine 
what protective measures are required. Perform 
OSHA and IEC Noise accumulation surveys 
to determine total sound exposure over an 
8-hour period. The SL400 is a compact, 
lightweight Dosimeter with USB interface 
designed to test noise exposure and 
provide noise surveys for compliance 
with OSHA, MSHA, DOD, ACGIH, and 
ISO standards. Includes PC software 
to control setup and retrieve stored 
events or analyze real-
time measurements. 
Complete with belt clip, 
clip-on 12.7mm microphone with 81.3cm cable, 
windscreen, 9V battery, and case.

MG325 CAT IV Insulation Tester/ 
True RMS MultiMeter
Combines a 200GΩ/1000V high 
range Insulation Tester with a full-
featured True RMS MultiMeter in a 
single, compact instrument. CAT IV 
safety rating ensures the highest 
level of protection. Features 
include 5 Test Voltage ranges 
from 50V up to 1000V, Polarization 
Index (PI) and Dielectric Absorption 
Ratio measurements (DAR), Low Resistance measurement 
with Zero function, Programmable Timer feature sets the 
duration of test, Comparison Mode allows user to set the Pass/
Fail values for insulation measurements, and Lock Power On Function for hands-
free operation. Manually store/recall up to 99 readings. DMM functions include 
AC/DC Voltage, Resistance, Capacitance, and Frequency. Complete with a remote 
probe, test leads, alligator clip, 6 x AA batteries, and pouch.

CG206 Coating Thickness Tester
Dual technology provides automatic recognition for 
ferrous and non-ferrous substrates without having 
you guess the material. Allows for quick, one-handed 
operation, non-destructive measurement of the 
coating thickness on various 
surfaces. Magnetic induction 
for ferrous substrates and Eddy 
current measurement for non-
ferrous substrates. Easy-to use 
menu system with two working 
modes: Direct and Group and 
memory stores 1500 readings 
(30 Group readings). Two point 
calibration with Zero adjust. 
Includes batteries, software, 
Calibration Iron and Aluminum 
plates, Precision Standards, and pouch.



IR260 Compact InfraRed Thermometer

Non-contact IR Thermometer measures from -20 to 400°C with 
built-in laser pointer to identify target area and improve aim. 
12:1 distance to spot (target) ratio and adjustable emissivity for 
better accuracy when measuring temperature on different surface 
materials. Programmable high/low alarm alerts user visually and 
audibly when temperature exceeds set limits (audible alarm can be 
muted). MAX/MIN function stores maximum and minimum readings 
with easy recall. Ideal for electrical troubleshooting, HVAC and 
automotive maintenance, and building insulation applications. 

IR300UV IR Thermometer with UV Leak Detector
Professional 4-in-1 Thermometer features a non-contact Infrared 
Thermometer, UV Leak Detector, bright Flashlight, and a unique coaxial 
Distance-to-Spot guidance laser. This combination meter helps you take 
quick temperature readings on unsafe surfaces while the circular laser 
shows you the area being measured to maintain accurate measurement 
distance. Its UV light easily reveals refrigerant leaks in combination with 
a standard UV dye (not included) on AC units, pipes, and automotives. 
Convenient built-in bright flashlight will help you do your job in dark 
environment. Complete with three AA batteries and 3 year warranty.

 

MO55 Combination Pin/Pinless Moisture Meter

Take quick Moisture measurements on wood and 
building materials with choice of pin or pinless (non-
invasive) method. Easy-to-operate with display icons 
that indicate the levels of moisture content plus audible 
alert feature. Easy to install replaceable pins. Ideal for 
building restoration projects and applications where 
moisture detection on floors, tiles and under carpets is 
critical. A must-have tool for analyzing the after-effects 
of water leakage behind walls and in ceilings. Complete 
with two pins, protective cap, and 9V battery.

VFM200 VOC/Formaldehyde Meter
Measures VOC (Volatile Organic Compound) and 
Formaldehyde (CH2O or HCHO) concentrations in 
real-time. Fast response time, compact, easy-
to-carry, and excellent for checking the indoor 
air quality of homes, offices, factories, hotels, 
schools and other indoor environments. Potential 
sources for VOCs include paints, finishes, 
adhesives, cigarette smoke, pesticides, personal 
care products, car exhaust, new furnishings, 
wall coverings, household cleansers, and 
cooking fuels.

PH90 Waterproof pH Meter
Rugged waterproof (IP57) housing with Flat Surface 
Electrode for measuring pH in liquids, semi-solids, 
and solids and also displays Temperature on the 
large LCD. The electrode does not break or get 
junctions clogged like the traditional glass bulb 
probes. Easy to replace sensor is perfect for field or 
lab use. It features a 2 or 3 point calibration, which 
automatically recognizes buffer solutions, and PTS 
(percent of slope) tells you when it’s time to replace 
your electrode.
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